SPECIFICATIONS

4 1IN 1FOG LAMP
71950

Operation Voltage |10-30V DC
Current Draw Fog:
0.88A@12V/0.44A@24V
Indicator:
112A@12V/0.56A@24V
DRL:
0.76A@12V/0.38A@24V
Position:
‘ | 0.15A@12V/0.075A@24V
Nad -0Q: Operating Temp -40°C to +65°C
P67 DRL | FRONT = IP Rating IP67 & IP69K
IK Rating IKO9
Weight (Kg) 420g
Optic Type Class F3
FOG DRL POSITION  INDICATOR Distance 43m @ 1Lux (single lamp)
WHEN ILLUMINATED Width 30m @ 1 Lux (single lamp)
Fog Connector H11
DESCRIPTION Beam Certification | ECE R148 & R149
The Narva 4-in-1Fog Lamp is a solution, combining ) )
fog, DRL, position, and indicator functions in one unit. | EMC Certification |ECE R10
Engineered for tough conditions, it delivers powerful )
light and modern styling with ADR approval, and Cable Colours Black: GrO}Jnd
IP69K/1KO9 protection enhancing safety, durability, Red: Fog light
and appearance without compromise. Yellow: Indicator
Brown: Position Light
White: DRL
FEATURES AND BENEFITS
- Delivers 4-in-1versatility by combining fog light, day

indicator into one compact unit.

time running light (DRL), position light, and turn _100.04+0.3

« ADR-approved and road legal under ECE R148 &
R149, ensuring safe use on Australian roads.

@
_|_
%
+£0.3

« Provides exceptional visibility with a fog beam
projecting 43m at 1 lux with 30m width. 4-97.
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« Built tough with IP67/1P69K dust and water resistance,
IKO9 impact protection.

- Installs easily using a standard H11 connector and 80.7£1.5 _ |nternal
features four colour-coded wires for each function: fog light
red for fog light, yellow for indicator, brown for adjuster
osition light, and white for DRL.
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- Also suitable as a retro fit to an existing fog light or for © =
Truck/Bus applications. S B
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